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	Sec
	Question #’s
	Rationale

	733.1.1
	4
	Renumbered from 733.1.  Already a performance specification.

	
	
	

	733.1.2
	3
	No change – Provides contractor with option to use precast culverts

	
	
	

	733.2
	5
	Renumbered from 733.2.1.  Material information, not a guide specification.

Section numbers and Items need to be confirmed when the referenced specification is revised.

	
	
	

	733.3.1
	4
	Instructions provided required to insure proper bedding provided for precast boxes.

	
	
	

	733.3.2
	4
	Required to minimize hydraulic pressure applied to joint seals, reducing possibilities of leakage.

	
	
	

	733.3.2.1
	4
	Revised to remove assembly instructions.  Last two sentences retained to prevent flow restrictions and achieve proper joint gap.

	
	
	

	733.3.2.2
	4
	Revised to remove assembly instructions.  Sentence regarding damage at lifting holes removed as the subject, of damage, is covered by Section 106.7.

	
	
	

	733.3.2.3
	4
	Instructions are essential to achieve desired results.

	
	
	

	733.4.1
	3
	Provides MoDot and Contractor information regarding final measurement.

	
	
	

	733.4.2
	3
	Provides MoDot and Contractor information regarding final measurement and quantity revisions.

	
	
	

	733.5.1
	3
	No change – provides basis of payment.

	
	
	

	733.5.2
	3
	No change – provides basis of payment.


