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Members:

Shannon Smith

Brian Haeffner

Dennis Bryant

Section 604 Changes

604.13.1


added the ability of contractor to use other forms of known bond breakers

604.14.1 


removed in accordance with standard numbering practice

Section 609 Changes

609.13.1


original spec was method based instruction changed to a performance based spec

609.13.1.1


combined with 609.13.1 in accordance with standard numbering practice

609.23.2


Metal removed from spec allowing contractors to use their preferred form mat’l

609.23.2.1


combined with 609.23.2 in accordance with standard numbering practice


removed forming requirements per changes to sec 609.23.2

609.23.3


removal of method spec (by means of a wood float)


requiring use of transparent membrane in accordance with other curb specs

609.33


updates type of available mixtures and adds choices to the contractor

609.34.2


method spec removed 

609.34.3


primer replacing light for a clarifying definition

609.42.1


combined with 609.42 in accordance with standard numbering practice


removed rock ditch lining and replaced with concrete slope protection to fit MoDOT’s current standards

609.43.1 


removed unnecessary verbiage

609.43.2


removed and replaced to fit MoDOT’s current standards involving drain basin outlets

609.44


reworded for clarification and removed unnecessary wording

609.60 – 609.65.8 


removed original spec, added new spec reflecting MoDOT’s current standards

Section 614 Changes

614.11


added parallel bar and curved vane grates to meet MoDOT’s current standards

614.12


added parallel bar and curved vane grates to meet MoDOT’s current standards

614.13


added parallel bar and curved vane grates to meet MoDOT’s current standards


removed unnecessary wording (all grates are galvanized)

614.13.1


combined with 614.13 in accordance with standard numbering practice

614.15


added parallel bar and curved vane grates to meet MoDOT’s current standards

614.24


information added to provide a more accurate spec

